S e e el I e e e %rﬂ-*i!'uz.ﬂqr e A s | Y e
: E Hww I-!“ir : : _T_;’*!"l""‘i'_':'l"!_"ﬂ g, e "rq:lf.-.;m}iﬁﬂ-h'-;i_'ﬂu _I- u : f ""f"!th' -E.'_".Er_:r_?:

P : _.'i o ' i ' i |1.|--'-;q--||-=-u“g§'u _ll.'

<5 |TFFrE.ﬂ"u_._E'.“_""

P H-H;. L—qrh--ﬂtﬁ-w.wt L-n.-

— F— T, G ke i

ol

[ BT T

1t m_!nﬁ!ﬂ
*""“E':”

%ﬂ

- "I?F:'#d'-_l‘l'

it

8L

- 6+Ho+A'L'Jx
P i ——

GHHOV = -

¥
«!

g fl

vV, S

#

it

\ e

I

N,

NI

Tﬂfﬁ*."_‘"’* “"I"»' -i"

A ._f—;'*i_:_i:_rr'i
e

'-1.’!- 4 I-F 'E.."‘"tf
I.lL‘J- 111'“_'!- E ‘Il.“n.l"q.

. _-

:!! -.d":l:_r_j i“"‘“
E"'F‘""“'—;'I-HF"" 'h-.'-u-'-."' a%"

v I‘H,_.:'.I:nr_-ﬂ-'_
...-u'.’--u-..-:--.r 'L“; i
e XY 3
i Aade ##T’?j e
_l:'b-ﬂl.'l. % "E"'ﬁu.-"" = -

" The right-of-way shapes assume the freeway elevation is
on existing ground and elevated over arterial streets. They

glare preliminary in nature and intended for use in
identifying environmental and societal impacts associated
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—— RAMPS AND ACCESS ROADS
—--  RIGHT-OF-WAY

FREEWAY, RAMP, AND ACCESS ROAD LINES REPRESENT
OUTSIDE EDGE OF SHOULDER PAVEMENT
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during 30% design and involve coordination with local and 1 . ¥ b » : : " : =
regional governments should a build alternative be
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Text Box
The right-of-way shapes assume the freeway elevation is on existing ground and elevated over arterial streets.  They are preliminary in nature and intended for use in identifying environmental and societal impacts associated with each of the build alternatives.  These shapes are neither final nor intended for land acquisition purposes.  Determination of the final right-of-way would be made during 30% design and involve coordination with local and regional governments should a build alternative be selected.





